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(54) Title: METHOD FOR OPERATING AN INTERNAL COMBUSTION ENGINE 
(54) Bezeichnung: VERFAHREN ZUM BETRIEB EINER BRENNKRAFTMASCHINE 
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AA ... PRE-INJECTION 
AB ... MAIN INJECTION 

(57) Abstract: Disclosed is a method for operating an internal combustion engine, wherein fuel is injected in a pre-injection and 
main injection process. According to the invention, pre-injection occurs in the intermediate compression stroke of the internal com- 
bustion engine. Main injection is carried out in an intake synchronous manner. The invention can be used for internal combustion 
engines, particularly for passenger cars and commercial vehicles. 
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— mit internationalem Recherchenbericht 
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(57) Zusammenfassung: Es wird ein Verfahren zum Betrieb einer Brennkraftmaschine vorgeschlagen, bei welchem die Einsprit- 
zung von Kraftstoff in einer Voreinspritzung und einer Haupteinspritzung vorgesehen ist. Erfindungsgemass ist vorgesehen, dass die 
Voreinspritzung in den Zwischenkompressionshub der Brennkraftmaschine erfolgt, wahrend die Haupteinspritzung saugsynchron 
erfolgt. Anwendung fur Brennkraftmaschinen, insbesondere fur Personen- und Lastkraftfahrzeuge. 



